AUDIO / VIDEO STEREO RECEIVER 


KR-V5550 
INSTRUCTION MANUAL 


KENWOOD CORPORATION 
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Introduction 


Your choice of this product indicates that you are a devotee 
to excellence in sound reproduction. 

We appreciate your patronage and take pride in the long tradi- 
tion of quality components that our company represents. 

So that you can get the most out of your unit, we suggest that 
you take the time to read through this manual before you hook 
up and operate your system. This will acquaint you with oper- 
ating features and system-connection considerations so that 
your listening pleasure will be enhanced right from the start. 
You will notice that in all aspects of planning, engineering, 
styling, operating convenience and adaptability we have sought 
ta anticipate your needs and desires. 

Keep this manual handy for future reference. 


For your records 


Record the serial number, found on the back of the unit, in 
the spaces designated on the warranty card, and in the space 
provided below. Refer to the model and serial numbers 
whenever you cail upon your dealer for information or service 
on this product. 

Model _KR-V5550 Serial Number 


Unpacking 


Unpack the unit carefully and make sure that all accessories 
are put aside so they will not be lost. 

Examine the unit for any possibility of shipping damage. li 
your unit is damaged or fails to operate, notify your dealer 
immediately. If your unit was shipped to you directly, notify 
the shipping company without delay. Only the consignee (the 
person or company receiving the unit} can file a claim against 
the carrier for shipping damage. 

We recommend that you retain the original carton and pack- 
ing materials for use should you transport or ship the unit in 
the future. 


Contents 


Introduction 

4. Before applying power 

4 Safety precautions 

4. IMPORTANT SAFEGUARDS 


System connections 
Controls and indicators 


For the U.S.A. 


Note to CATV system installer: 
This reminder is provided to call the CATV system installer's at- 


tention to Article 820-40 of the NEC that provides guidelines for 
proper grounding and, in particular, specifies that the cable ground 
shall be connected to the grounding system of the building, as 
close to the point of cable entry as practical. 


Accessories 


e Batteries(R6 / AA) ............2 @AC plug adaptor 


(Except for some areas} 


Caution: Read the pages marked AN carefully to ensure safe operation. 


Operating instructions 

Reception of radio broadcast 
Operation with video components 
DOLBY SURROUND 

In case of difficulty 

4 Specifications 


Before applying power 


A Caution: Read this page carefully to ensure safe operation. 


For the U.S.A. and Canada 


Important! 


Units shipped to the U.S.A. and Canada are designed for 
operation on 120 valts AC only. 

CAUTION: TO PREVENT ELECTRIC SHOCK DO NOT USE 
THE AC PLUG WITH AN EXTENSION CORD, RECEPTACLE OR 
OTHER OUTLET UNLESS THE BLADES CAN BE FULLY 
INSERTED TO PREVENT BLADE EXPOSURE. 


For the United Kingdom 


important! 


Units shipped to the U.K. are designed for operation on 240 
volts AC only. 


The mains plug must be removed from the wall socket prior to 
any internal examination. 


The wires in this mains lead are coloured in accordance with the 
following code: 

BIUC .....ssencssssssrrssnsenensessesssarenmarncenceeee N@UtFal 

BIOWN) .....cccseessreesnesersssssserscsnenensnranasesae LIVE 


The wires in this mains lead must be connected to the terminals 
in the plug as follows: 
Wire colour 
BUG i cidctessstvccrdecencttsadasccses 
BROW ieisvselsiivestichecsucc te echtacs dcesaces tasdtas 


Plug terminal marking 
N or Black 
L or Red 


S} Brown to 
zi Live 
ue to 
Neutral a ) L 
Plug 


Notes: 


1. if a 13-amp plug is used, this must be fitted with a 13-amp 


fuse. 
2. If a 3-pin plug with earthing contact is used, no wire must be 
connected to the E terminal. 


Safety precautions 


For Australia and Europe 


Important! 


Units shipped to Australia are designed jor operation on 240 V AC 
only. 


Units shipped to Europe are designed for operation on 230 V AC only. 


For other countries 


important! 


Units shipped to countries other than the above countries are equipped 
with an AC voltage selector switch on the rear panel. Refer to the 
following paragraph for the proper setting of this switch. 


AC voltage selection 

This unit operates on 110-120 or 220-240 volts AC. The AC voltage 
selector switch Type A or Type B on the rear panel is set to the 
voltage that prevails in the area to which the unitis shipped. Before 
connecting the power cord to your AC outlet, make sure that the 
setting position of this switch matches your line voltage. If not, it 
must be set to your voltage in accordance with the following 
direction. 


AC voltage selector switch 


—_— 


mail 


AC1i0- <» AC 220- 
120 V ~ 240 V ~ 


— << 


AC 220V~ AC 230-240V ~ 


Type A 


AC 110- 
120V ~ 


Move switch fever to match your tine voltage with 
a small screwdriver or other pointed tool. 


Note: ———_ — ~~ _______ 
Our warranty does not cover damage caused by excessive line 
voltage due to improper setting of the AC voltage selector switch. 


WARNING: TO PREVENT FIRE OR ELECTRIC SHOCK, DO NOT EXPOSE THIS APPLIANCE 


TO RAIN OR MOISTURE. 


v'N 


| CAUTION _| 


RISK OF ELECTRIC SHOCK 
BO NCT OPEN 


rN 


CAUTION: TO REDUCE THE RISK OF ELECTRIC SHOCK, DO NOT REMOVE 
COVER (OR BACK). NO USER-SERVICEABLE PARTS INSIDE, REFER SER- 
VICING TO QUALIFIED SERVICE PERSONNEL. 


THE LIGHTNING FLASH WITH ARROWHEAD SYMBOL, WITHIN AN EQUILATERAL TRIANGLE, 
IS INTENDED TO ALERT THE USER TO THE PRESENCE OF UNINSULATED “DANGEROUS VOL- 
TAGE” WITHIN THE PRODUCT'S ENCLOSURE THAT MAY BE OF SUFFICIENT MAGNITUDE 
TO CONSTITUTE A RISK OF ELECTRIC SHOCK TO PERSONS. 


THE EXCLAMATION POINT WITHIN AN EQUILATERAL TRIANGLE IS INTENDED TO ALERT THE 
USER TO THE PRESENCE OF IMPORTANT OPERATING AND MAINTENANCE (SERVICING} IN- 
STRUCTIONS IN THE LITERATURE ACCOMPANYING THE APPLIANCE. 
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IM P 0 RTANT SAF EG UARDS A Caution: Read this page carefully to ensure safe operation. 


Please read all of the safety and operating instructions 
before operating this unit. For best results, follow ail 
warnings placed on the unit and adhere to the operating 
and use instructions. These safety and operating 
instructions should be retained for future reference. 


Ns 


Power sources — The unit should be connected toa 
power supply only of the type described in the 
operating instructions or as marked on the appliance. 


Power-cord protection — Power-supply cords should 
be routed so that they are not likely to be walked on 
or pinched by items placed upon or against them, 
pay particular attention to cords at plugs, convenience 
receptacles, and the point where they exit from the 
unit. 


Never pull or stretch 
the cord. 


Grounding or polarization — The precautions should 
be taken so that the grounding or polarization means 
of this unit is not defeated. 


Ventilation — The unit should be situated so that its 
location or position does not interfere with its proper 
ventilation. 

To maintain good ventilation, do not put records or a 
table-cloth on the unit. Place the unit at least 10 cm 
away from the walls. 

Do not use the unit on a bed, sofa, rug or similar 
surface that may block the ventilation openings. 


Water and moisture ~— The unit should not be used 
near water - for example, near a bathtub, washbowl, 
kitchen sink, laundry tub, in a wet basement, or near 
a swimming pool, etc. 


a 
kexWoon 
~~#4— 
Nee 
————————— es 


6. Temperature — The unit may not function properly if 


used at extremely low, or freezing temperatures. 
The ideal ambient temperature is above +5°C (41°F). 
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7. Heat ~ The unit should be situated away from heat 


sources such as radiators, heat registers, stoves, or 
other units (including amplifiers) that produce heat. 


. Electric shock — Care should be taken so that objects 


do not fali and fiquid is not spilled into the enclosure 
through openings. If a metal object, such as a hair 
pin ora needle, comes into contact with the inside of 
this unit, a dangerous eleciric shock may result. For 
families with children, never permit children to put 
anything, especially metal, inside this unit. 


9. Enclosure removal — Never remove the enclosure. 


lf the internal parts are touched accidentally, aserious 
electric shock might occur. 


10.Magnetic fields ~ Keep the unit away from sources 


of magnetic fields such as TV sets, speaker systems, 
radios, motorized toys or magnetized objects. 


11.Cleaning — Do not use volatile solvents such as 


alcohol, paint thinner, gasoline, or benzine, etc. to 
clean the cabinet. Use a clean dry cloth. 


12.Carts and stands -—- An appliance and cart 
combination should be moved with care. Quick stops, 
excessive force, and uneven surfaces may cause the 
appliance and cart combination to overturn. 


13.Nonuse periods -— The power cord of the unit 
should be unplugged from the outlet when left un- 
used for a long period of time. 


14.Abnormal smell - If an abnormal! smell or smoke is 
detected, immediately turn the power OFF and pull 
out the power cord. Contact your dealer or nearest 
service center. 


POWER OFF! 


15.Damage requiring service — The unit should be 
serviced by qualified service personnel when: 
A. The power-supply cord or the plug has been 
damaged; or 
B. Objects have fallen, or liquid has been spilled into 
the unit; or 
C. The unit has been exposed to rain; or 
D. The unit does not appear to operate normaily or 
exhibits a marked change in performance; or 
E. The unit has been dropped, or the enclosure 
damaged. : : 


16.Servicing — The user should not attempt to service 
the unit beyond that described in the operating 
instructions. All other servicing should be referred to 
qualified service personnel. 


Notes: 

1. ftem 3is not required except for grounded or polarized equipment. 

2. Items 17 and 18 are not required except for units provided with 
antenna terminals. 

3. ttem 17 complies with UL in the U.S.A. 


A Caution : Read this page carefully to ensure safe operation. 


17.Outdoor antenna grounding - if an outside an- 
tenna is connected to the receiver, be sure the an- 
tenna system is grounded so as to provide some 
protection against voltage surges and built up static 
charges. Section 810 of the National Electrica! Code, 
ANSI/NFPA 70, provides information with respect to 
proper grounding of the mast and supporting 
structure, grounding of the lead-in wire to an antenna 
discharge unit, size of grounding conductors, location 
of antenna-discharge unit, connection to grounding 
electrodes, and requirements for the grounding 
electrode. See Figure. 


EXAMPLE OF ANTENNA GROUNDING AS PER NATIONAL 
ELECTRICAL CODE 


LEAD IN WIRE 


DISCHARGE UNIT 
ELECTRIC (NEC SECTION 510-20) 
SERVICE 
EQUIPMENT 


POWER SERVICE GROUNDING 
ELECTRODE SYSTEM 
(NEC ART 250, PART H) 


NEC - NATIONAL ELECTRICAL CODE 


18.Power lines - An outdoor antenna should be lo- 
cated away from power lines. 


19.AC outlets — Do not connect other audio equipment 
with a power consumption larger than that specified 
to the AC outlet on the rear panel. Never connect 
other electrical units, such as an iron or toaster, to it 
to prevent fire or electric shock. 
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System connections 


Make connections as shown below. When connecting the related system components, refer also to the instruction 
manuals of the related components. 
Do not plug in the power cord until all connections are completed. 


Mi Connection of audio components 


For the connection of video components, please refer to page 19. 


Rear speakers 
(8 ~ 162} 
Right Left 


FM DE-EMPHASIS/ 
CHANNEL SPACE switch 
{Except for some areas) 


AC voltage 
selector switch 
{Except for some 


areas) AC outlets 


For Australia 
To AC Not equipped 


outlet For other countries 


@Y 


AC outlets for U.S.A and Canada 


Refer ta the “Setting 
the speaker 
IMPEDANCE 
SELECTOR" section. 


Refer to the 
“System control 
Operation" 

section. 


Right Left Left Right 
Speaker system B Speaker system A 


Cassette deck 2 


CD player LINE OUT/PLAY 
OUTPUT [Je aess 
= —) oS 
—— LINE IN/REC 
Turntable : 


LINE OUT/PLAY 


ourpuT J ———__| 


LINE IN/REC 


Notes on connection 

@ Connect all cords firmly. If connections are loose, there could be loss of sound or noise produced. 

e When plugging or unplugging connection cords, be sure to first unplug the power cord from the AC outlet. Plugging / unplugging connection cords 
without disconnecting of the power cord can cause malfunctions or damage to the unit. 

e Do not connect a component with a power rating larger than that indicated at the rear of the unit. 
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h 


@ Connection of speakers 


@) While pressing lever. ® Insert cord. ® Release lever. 


# Never short-circuit the + and — speaker cords. 
e If the left and right speakers are connected inversely or if the speaker cords are connected with reversed polarity, the sound becomes 
unnatural with ambiguous acoustic image positioning. Be sure to connect the speakers and speaker cords correctly. 


Setting the speaker IMPEDANCE SELECTOR 


According to the impedance of the speakers used, set 
the speaker IMPEDANCE SELECTOR on the rear panel 


: Aorf: 
8QORMORE 800R MORE : 
as shown in the table. 


<P> 


OI 


IMPEDANCE SELECTOR 
When using speakers A or B separately 


Speaker impedance Selector position @ When the IMPEDANCE SELECTOR switch is set to"AorB:8 
OR MORE, it is impossible to use A and B speakers at the same 
42,62 Aor B: LESS THAN Q time. Therefore, when using the speakers A and B simulta- 
82, 162 AorB:82OR MORE neously, be sure to set the IMPEDANCE SELECTOR switch to 
the “A and B :8 OQ OR MORE" position. 


: e@ When connecting speakers and operating the speaker IMPED- 
When using speakers A and B simultaneously ANCE SELECTOR, make sure the POWER switch is OFF. 


8 QO, 162 Aand B: 8 Q OR MORE 


FM DE-EMPHASIS / CHANNEL SPACE switch (Except SHANNEL 
for some areas) Area 


The FM DE-EMPHASIS / CHANNEL SPACE switch on the rear panel Bl psa Arty Ged oe 75us 
is already sat to the correct setting that prevails in the area to which Pan eoumiies 10kHz 


the unit is shipped. However, the FM DE-EMPHAS!S / CHANNEL ; EM: 50kHz 

SPACE setting may be different in some areas. tn this case, change }2| Other countries | AM: 9kHz 
the FM DE-EMPHASIS / CHANNEL SPACE setting as shown in the - 

table. 


e@ When changing the setting of the FM DE-EMPHASIS / ee cae 
CHANNEL SPACE switch, first disconnect the power cord, Bons 
then change the switch setting, connect the power cord again, AMBRE 
and turn the power on. ; 
Fo be 
FMi00kHz 
AN IOKHz 
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System connections 


Connection method to each antenna terminal 
@ While pressing lever. © Insert cord. @) Release lever. 


The supplied antenna is for indoor use. Place it as far as possible from the main system, TV set, speaker cords and | 


power cord, and set it to the direction which provides the best reception. 


If reception is poor when using the AM loop antenna, connect the ANTENNA terminals to a vinyl-coated wire of more 
than 6 meters outdoors, without disconnecting the loop antenna. 


| The supplied antenna is for indoor use. For stable reception, it is recommended to install an outdoor antenna as soon 
as possible. 
@) Find the position that 
provides best reception. 
@ Fix the two ends. 


Mi FM outdoor antenna connection 


it is recommended to install an exclusive FM outdoor antenna to receive FM broadcast with high sound quality. 


Use a coaxial cable for the connection between the outdoor antenna and FM ANTENNA terminal on the rear panel. For | 


the connection between the coaxial cable and FM ANTENNA terminal, please refer to the illustration. 
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M@ Connection for system control operation 
Using the system control cords provided with KENWOOD system components, make connections as shown below. 


System contro! cord 


For a cassette deck 
to be subject to 
system control 
operation, it must be 
connected te the 
TAPE 1 jacks, 


System control connection 


@ Be sure to insert the system control cord plugs fully inte the 
SYSTEM CONTROL terminals. 
e |f the system control cord and audio cords are not connected 


properly, the automatic system governing remote control and 
system functions will not operate. 


Turntable 


To AC outlet 


SYSTEM CONTROL Operation 
By connecting this unit to other KENWOOD system 
components equipped with SYSTEM CONTROL termi- 
nals, such as a cassette deck, CD player and/or turntable, 
the following convenient operations will be available. 


Automatic play operation 
To play the turntable, cassette deck, or CD player connected to this 
unit, press the desired input selector keys on this unit. The turntable, 
cassatte deck, or CD player will automatically enter play mode. 

In the same way, pressing the Play key of the turntable, cassette deck, 
or CD player will automatically switch the input selector on this unit io 
the corresponding component. 


Synchro recording 
To record sound from the CD player or turntable onto a tape with the 
cassette deck, press the CD or PHONO input selector key and load a 
CD or record. Set the cassette deck to rec pause mode, then press the 
Play {start) key of the CD player or turntable. The cassetie deck will 
start recording automatically, synchronized with the CD player or turn- 
table. 

For more details, refer to the instruction manual of the cassette deck. 


Remote control 
When the cassette deck, and CD player are connected via the system 
contro! cords, these components can be controlled from the remote 
control unit supplied with this unit. 
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Controls and indicators 


TUNED indicator 


STEREO indicator MEMORY indicator 


AUTO indicator AUTO STEREO TUNED MEMORY omSURROUND 


VIDEO 
ceo 


DO SURROUND indicator 


TAPE 2 indicator 
{Tape 2 monitor) 


KHz 


Band indicators 
MHz 


Frequency display VIDEO input indicators 
Input selector display 
Preset channel display 


TUNING key 
TANDBY indicat 
S$ indicator oats BAND key 
: Ransinconkel P.CALL key VOLUME CONTROL 
Mumneroneys sensor AUTO key knob with point indicator 
POWER switch BRET Eas 


VOUUME | CONTROL 
: ap 14 16 47 <0 


ote pean ono 


CGC) @ © 
PHONES jack BALANCE 
control knob 
Tone control knobs Input selector keys INPUT BALANCE knob 
SPEAKERS A andB 
switches O0 DOLBY SURROUND key REAR LEVEL knob 
LOUDNESS switch 
LINE STRAIGHT switch 


POWER switch STANDBY mode 

When the power cord of this system is plugged into an AC outlet, 
the STANDBY indicator lights up regardless of the ON / OFF set- 
ting of the POWER switch. This indicates that a small amount of 


current is being supplied to the unit to back up the memory con- 
tents. This mode is referred to as the standby mode. When the 
STANDBY indicator is lit, the power of the system can be 
switched ON / OFF from the remote control unit. 
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Remote control unit operation 


I OTT ST NRE | 


M@ Loading batteries @ Operation procedure 


Piug the power cord of the system into an AC 
wall outlet, and press the POWER key on the 
remote control unit to turn the power on. 

When the power is turned on, press the key of 
the source component to be operated. 


1 Remove the cover. 


e When two operation keys on the remote control unit are 
pressed successively, wait for one second or more be- 
tween presses, 

Components connected via the system control cords, 
such as a CD player, can also be remote-controlled. [n 
this case, please read the instruction manual supplied with 


your CD player. 


Remote contre! sensor 


Operating 
range 


approx. 6 m 


® Insert two AA-size (R6/SUM-3) batteries as indicated by the 
polarity marking. ; 


Notes on operation 
e The supplied batteries are intended only for use in checking operation. Therefore, battery life may be shorter than ordinary batteries. 


@ When the remote-controllable distance gets shorter than before, replace both batteries with new ones. 
e Malfunction may occur if direct sunlight or the light of a high-frequency fluorescent lamp shines on the remote control sensor. In such a case, 


change the system installation position to prevent malfunction. 
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eee ee os 


Remote control unit operation 
ee ea 


Tuner operation keys 

BAND —- Press to select the 
broadcast band (AM 
or FM), 

P.CALL- Press to recafl the 


POWER key preset stations in se- 


Press to turn the power of the quence. 
unit ON / OFF, DIRECT- Use together with the 


numeric keys to recall 
a station directly. 


Tape deck operation keys . 
The TAPE A and TAPE B keys al- Numeric keys 


low control of tape decks A and When the CD input is selected, 
B respectively. these keys function as the nu- 


meric keys of the CD player. 
When the TUNER input is se- 
lected, these keys function as the 
numeric keys of the tuner. 

How to enter numbers: 


CD player operation keys To enter 23 —- Press Ei] twice 
Operate the CD player. = then G] once. 
DISC —When a CD player with a = = = To enter 40 —Press FEI four 
multi-dise magazine is times then [] 
used, the DISC key func- Syn once. 
tions as the disc selector. a! oJ 
Every press changes the 1 TAPE 1 
disc number. 


SURROUND key 
Press when playing a source 


i [Dousy suRRoLRD | 
Input selector keys se the [)[][pousy sunnounn | 


Press one of these keys to select 
an input source. 


VOLUME CONTROL keys 
Press to contro! the volume. 
During controf operation, the 
VOLUME CONTROL kneb on the 
main unit rotates and the indica- 
tor on it blinks rapidly. 


MUTE key 

Press to drop the volume tempo- 
rarily. 

The volume indicator on the VO- 
LUME CONTROL on the main 
unit flashes during muting. 


Note on remote contro! unit 
® Incase any of the following models is used, the CD manual search 
cannot be cperated from this remote cojntrol unit: 
DP-M97, DP-57, DP-47 


@ lf the CD player is not equipped with the System control jack, it cannot 
be operated properly from this remote control unit. 
In such a case, please use the remote control unit provided with the CD 


player. 
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Operating instructions 


POWER switch VOLUME CONTROL knob 


Tone control knobs 
BASS/TREBLE Input selector keys BALANCE contrel knob 


M Playing a source 


4] Turn the POWER ON. 4 Adjust the volume. 


POWER 
POWER | 
VOLUME CONTROL 
ay tr 2 14 2830 gy a 


Main unit Remote control unit 


2 Select the input source. 


= Main unit Remote control unit 


2 cD : 
@ When the volume is adjusted from the remote control unit, | 
the VOLUME CONTROL knob on the main unit rotates while 
: the point indicator blinks. 


Main unit Remote control unit 


h Adjust the left and right volume balance. 


| ga 


To decrease right To decrease leit 
speaker volume speaker volume 


The selected source name appears on the display. 


3 Play the source component. 6 Adjust the tone controls. 


fa foe N 


To decrease To increase To decrease To increase 
bass bass treble treble 


e The selected source component starts piaying automatically 
if it is connected by a system control cord. 


Notes on input selector keys 

e@ When the TAPE 2 key is set to ON, the source selected with the input selector cannot be heard from the speakers. To listen to a source 
other than cassette deck 2, be sure to set the TAPE 2 key to OFF. 

e@ The source last selected with the input selector is backed up for a few days even when the power cord is unplugged. After this period, 
the tuner ts automatically selected when the power is turned on. 
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Operating instructions 


VOLUME CONTROL knob 


SPEAKERS 
Aand B 
switches 
PHONES jack LOUDNESS switch 
Mi To mute the sound temporarily Mi Listening through headphones 


1 Insert the headphones plug into the PHONES | 


Press the MUTE key. 
jack. 


Orr 
14 
22 £7 a2 


Blink 
a e Set the SPEAKERS switch so that both speaker systems A 


and B are OFF. 


Remote contral unit 


@ Pressing the key again resumes the previous volume. 2 Adjust the volume. 


‘4 wie 
2 13 27 48 


sn 


[_] 
A. 
= 


“ 


Main unit Remote control unit 


LOUDNESS switch 


Human ears are less sensitive to low frequencies when listening 
at low volume levels. When the VOLUME CONTROL is set to a 
low position, press the LOUDNESS switch te boost the low fre- 
quencies, 2 


LOUONESS 


Enhances low frequencies. 


@ The LOUDNESS switch is less effective when the VOLUME 
CONTROL is set to the center position or above. 


SPEAKERS A and B switches 


A, B OFF : This position silences all speakers to permit private 
use of headphones. 

AON: Activates the speakers connected to the SPEAKERS 
A terminals on the rear panel. 

BON: Activates the speakers connected to the SPEAKERS 
B terminals on the rear panel. 

A,BON: Activates the speakers connected to the SPEAKERS 
A and B terminals simultaneously. 
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Input selector keys LINE STRAIGHT switch 


Mi LINE STRAIGHT mode 


This function lets you enjoy high-quality sound without 
passing through the tone control circuitry. 


1 Select the input source. To cancel LINE STRAIGHT mode 


Press the key again. 


UNE STRAIGHT 


2 Press the LINE STRAIGHT switch. 


LINE STRAIGHT 


3 Play the input source. 
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Operating instructions 


M@ Recording 


Select the source to be recorded. 


Select a source other than TAPE 1 or TAPE 2. 


Set cassette deck 1 or 2 to the record-pause 


mode. 


Record-pause mode 


A source can be recorded on cassette decks 7 and 2 
simultaneously. 


Play the source component to be recorded, and 
start recording it on the cassette deck. 


Recording starts. 


Note on recording 

The input source cannot be changed while a cassette deck con- 
nected to this unit via the system control cord is in the record 
mode. When it is required to change the input source, first stop 
the cassette deck. 
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TAPE 2 (MONITOR) key 
Mi Tape dubbing 
Dubbing from TAPE 2 to TAPE 1 


1 Press the TAPE 2 key. 


TAPE 2(MONITOR} 


Input selector keys 


Lights up. 


2 Select a source other than TAPE 1. 


vies t WeEo 4 TAPE THE 4 TUNER PHONE: 


e@ Select a source other than TAPE 1. 


Set the cassette deck connected to TAPE 2 to 
playback mode and start recording on the 
cassette deck connected to TAPE 1. 


@ The sound of TAPE 2 can be heard from the speakers. 
@ Do not select TAPE 1 while dubbing. 


Dubbing from TAPE 1 to TAPE 2 3 


Set the cassette deck connected to TAPE 1 to 
playback mode and start recording on the 
cassette deck connected ta TAPE 2. 


Note on dubbing using double cassettedeck 

For the tape-to-tape dubbing procedure using a double-cassette 
deck, please read the instruction manual provided with the cas- 
sette deck. 


Reception of radio broadcasts 


Numeric keys 


AUTO key BAND key 


TUNER key TUNING key 
MEMORY key 


Mi Tuning in radio stations and storing them in memory 


(preset operation) 
1 Set the input source to tuner mode. 
e Previous reception mode is resumed. 


e Pressing the,BAND|key also set the unit to tuner mode. 


2 Select the broadcast band. 


3 Select the tuning mode. 


® Normally, select the auto mode (with AUTO lit). 


4. Tune to the desired station. 


TUNING 


For higher 
frequency 


For lower 
frequency 


@ The TUNED indicator lights up when a station is received. 

@ Use manual! tuning mode when the radio signal is weak and 
noisy, At this time, stereo FM broadcasts are received in 
monaural mode. 


bh Store the station in preset memory. 


@ Press the MEMORY key. 


Proceed to step @ before| MEMORY goes off. 


@) Press the desired numeric key. 


lf a station has previously been preset under the selected 
numeric key, the newly preset station replaces the previous 
station. 

To continue preseiting, repeat steps 2 to 5. 

Up to 10 broadcast stations can be preset in each 
broadcasting band. 


PETTITT w. veise 
ie = 


Frequency display 


The band is switched as follows every time the 


BAND | key is pressed. 
coe 1-+FM ue 


AUTO indicator 


SHUG 3 


Press the key to select the auto mode (AUTO fit) or 
manual mode (not lit). 


Auto tuning mode Manual tuning mode 


Press once. Press repeatedly, or press and 
{Tuning stops automatically | hold, until the desired station 
when a station is received.} is received. 


MEMORY (lights up tor approx. 5 sec. 


AUTO STEREO TWNECD MEMORY 


MEMORY |goes off, 


40TO STEREO TUNED 


fer Oa gee 
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Reception of radio broadcasts 


AUTO key BAND key = P.CALL key 


DIRECT key 
Numeric keys 


TUNER key MEMORY key TUNING key 


M@ Receiving a preset station @ Direct tuning of radio stations 


If you know the frequency of the desired station, it can 
be tuned in directly by inputting the frequency using 
1 Set the input source to tuner mode. the numeric keys. 


TUNER 


1 Select the broadcast band. 
BAND 


@ One of FM 1, FM 2 or AM. 


2 Select the broadcast band. 


BAND 2 Press the DIRECT key. 


3 input the frequency of the desired station by 


3 Select the desired station. pressing the numeric keys. 


Press the numeric key under which the station is 


Example of input 


FM 90 MHz ( 100 kHz space) 
Mi Listening to ali preset stations in ( 50 kHz space) 


sequence (PRESET CALL) 


@ The frequency of the selected station will be displayed. 


1 Select the broadcast band. 


@ One of FM 1,FM 2 or AM. 
BAND 


e If you make a mistake when pressing the numeric keys, start 
over from step 2. 


2 Press P.CALL key. 


FM : Preset stations are received in the following order 
(FM1)1—2...9->10—» (FM2)1—2...9-+10—{FM1}1... 
AM : Preset stations are received in the following order 
1>2,,,9—- 101-2... 
To stop Preset Scan, press the P.CALL key again. 
® The preset station being received when the key is pressed 
is received continuously. 


Last channei memory 
When the band is switched or when the input selector is switched 


from another source to TUNER, the last received station is re- 
called. 
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Operation with video components 


For connections and operations, also carefully read the 
instruction manuals supplied with the video compo- 


nents. 


AUDIO OUT 


AUDIO OUT 


VIDEO IN 


Monitor TV 


M@ Playing a video tape 


1 Switch the power of the monitor TV ON. 


2 Press the VIDEO 1 key. 
Lights up. 


Shows the present audio 
input, 


@ When an input selector key other than VIDEO 1 is pressed, 
the audio input of the selected source will be played instead 
of the audio input from VIDEO 1. 


3 Play the VCR. 


| 4. Adjust the volume. 


VOLUME CONTRO. 
ag 14.45 18 qy 
bE Bt | 


When connecting to a KENWOOD LD player having a system 


control terminal, do not connect anything to the system control 
terminal, 


VIDEO 2key VIDEO 1 key 


Mi Recording a video source 
Recording is possible on a VCR connected to 
VIDEO 1. 


1 Connect the video source component to be | 
recorded to the VIDEO 2 jacks. | 


e A video player deck, video camera, LD player, DBS tuner, 
etc., can be connected. 


2 Press the VIDEO 2 key. 
Lights up. 


Shows the present audio 
input. 


@ When an input selector key other than VIDEO 2 is pressed, | 
the audio input of the selected source will be played instead | 
of the audio input from VIDEO 2. 


3 Play the video source component. 


4 Put the VCR in the record mode. 
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DOLBY SURROUND 


When video software bearing the [D{][posy sunsouns | mark is played, this mode provides a Dolby Surround effect similar 
to movie theaters. When using the Dolby Surround mode, be sure to connect rear speakers to this unit, and arrange 
them as shown below. 


VOLUME CONTROL knob 


LYS 


OO DOLBY SURROUND key 


REAR LEVEL knob 


INPUT BALANCE knob 


@ Operation of Dolby Surround playback 


1 Set the DOLBY SURROUND key to ON. Lights up 


DODOLBY SURROUND 


I 
co SURROUND 
ee 


2 Start playback of a Dolby Surround software program. 


e Press the DOLBY SURROUND key once. 


@ Play a Dolby Surround @ Adjust the volume. @ Adjust the volume 
software program. of the rear speakers. 


VOLUME CONTROL 
aM 


3 Adjust the input balance of Dolby Surround. 


@ Play a Dolby Surround @) Adjust the left and right 
software program. input balance. 


@ Select a desired software program and play 
a place containing much dialogue. INPUT BALANCE 


L R 


e Adjust the INPUT BALANCE to minimize the 
dialogue heard from the rear speakers. 


Goes off 


To cancel the Dolby surround mode 


OO DOLBY SURAOUND 


e Press the DOLBY SURROUND key again. 
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In case of difficulty 


What appears to be a malfunction may not always be serious. if your unit should not perform as expected, consult the 
table below to see if the problem can be corrected before seeking help from your dealer or service representative. 


Remote control unit 


Remote control operation is not possible. 


Batteries are exhausted. 

The audio cords and system control cords 
are not connected properly. 

The remote control unit is too far away 
from the main system, controlling angle is 
too large, or there is an obstacle in be- 
tween. 

The source component to be operated 
does not contain a record, tape(s) or CD. 
An attempt ts made to play a tape which is 
being recorded in the cassette deck. 


Replace with new batteries. 

Connect properly referring to “System 
connections”, 

Operate the remote control unit within the 
controllable range. 


Place a record, tape(s) or CD in the source 
component to be played. 
Wait until the recording is completed. 


Amplifier section, speakers 


Symptom 


Sound is not output. 


Sound is not output from one of the 
speakers. 


Sound is not output from the Surround 
rear speaker, or the sound is very small. 


A hum noise is generated when the 
PHONO input selector key is pressed. 


The speaker cords are disconnected. 


The VOLUME CONTROL is set to mini- 
mum position. 


The[MUTE|key is set to ON and the point 


indicator is blinking. 
The speaker cord is disconnected. 


The BALANCE control is set to an extreme 
position. 


The rear speaker cords are disconnected. 


The Surround play mode has not been en- 
gaged. 

The REAR LEVEL is set to the minimum 
level. 


The audio cord from the turntable is not 
inserted securely into the PHONO jacks. 
The turntable is not grounded. 


Connect properly referring to “System 
connections”, 
Adjust the volume to a proper level. 


Press the| MUTE |key to OFF. 


Connect properly referring to “System 
connections”. 
Adjust the Left / Right balance. 


Connect properly referring to “System 
connections” 
Set the Dolby Surround, 


Adjust the REAR LEVEL control. 


Insert the audio cord plugs securely into 
the PHONO Jacks. 

Connect the grounding wire to the GND 
terminal on the rear panel, 
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In case of difficulty 
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Tuner section 


Radio stations cannot be received. 


A station which was preset cannot be 
received by pressing the corresponding 
numeric key. 


Interference. 


No antenna is connected, 

The broadcast band is not set properly. 
The frequency of the desired station is not 
set. 


The preset station belongs to a frequency 
that cannot be received. 

The preset memory was cleared because 
the power cord was unplugged for a long 
period of time. 


Noise due to ignition noise of automobiles. 


Noise due to an influence from an electric 
appliance. 
Noise due to a nearby TV set. 


Connect an antenna. 

Set the broadcast band properly. 

Tune to the frequency of the desired sta- 
tion. 


Preset a station with a receivable fre- 


quency. 
Preset the station again. 


Install the outdoor antenna away from the 
road. 
Turn off the power of the appliance. 


Install the system further away from the 
TV set. 


Speaker protection circuitry 

if the speaker cords are short-circuited, the speaker protection 
circuitry is activated and the sound is muted. if this occurs, switch 
the POWER key to OFF, remove the short-circuit from the speaker 
cords, and switch the POWER key to ON again. Normal operation 
will resume, 


Manufactured under license from Dolby Laboratories Licensing 
Corporation. Additionally licensed under one or more of the foi- 
lowing patents: U.S. numbers 3,632,886, 3,746,792 and 
3,959,590; Canadian numbers 1,004,603 and 1,037,877. 

“Dolby” and the double-D symbo! [J] are trademarks of Dolby 
Laboratories Licensing Corporation. 


For the U.S.A. 

FCC WARNING: 

This equipment may generate or use radio frequency energy. Changes or modifications to this equipment may cause harmful interference 
unless the modifications are expressly approved in the instruction manual. The user could lose the authority to operate this equipment if an 
unauthorized change or modification is made. 


NOTE: 
This equipment has been tested and found to comply with the limits for a Class B digital device, pursuant to Part 15 of the FCC Rules. These 


limits are designed to provide reasonable protection against harmful interference in a residential installation. This equipment may cause 
harmful interference to radio communications, if it is not installed and used in accordance with the instructions. However, there is no 
guarantee that interference will not occur in a particular installation. If this equipment does cause harmful interference to radio or television 
reception, which can be determined by turning the equipment off and on, the user is encouraged to try to correct the interference by one or 
more of the following measures: 

Reorient or relocate the receiving antenna. 

Increase the separatian between the equipment and receiver. 

Connect the equipment into an outlet on a circuit different from that to which the receiver is connected. 

Consult the dealer or an experienced radio/TV technician for help. 


Notes: 
1. This system is microprocessor-controlled, so malfunction may occur dus to external noise or interference noise. In sucha case, unplug the power 


cord, plug it in and tum the power on again. 
2. Do not use contact cleaner because it could cause a malfunction. Be specially wary of contact cleaners containing oil, for they may deform the 


plastic components. 
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Specifications (For the U.S.A. and Canada 


A Caution: Read this page carefully to 
) ensure safe operation. 


[AUDIO section] 
Rated power output {FTC} 
STEREO MODE 


100 watts per channel minimum RMS, both channels 


driven, at 8 © from 20 Hz to 20,000 Hz with no more 
than 0.06 % total harmonic distortion. 


SURROUND MODE 
Front 


100 watts per channel minimum RMS, both channels 
driven, at 8 Q 1 kHz with no more than 0.9 % total har- 
monic distortion 


Rear 


15 watts per channel minimum RMS, both channels 


driven, at 8 Q 1 kHz with no more than 0.9 % total har- 
monic distortion 


Total harmonic distortion 


euadlawinetuculducSesteaeweiuesthisiaigateecy 0.03 % (1 kHz, 50 W, 8 Q)} 
Signal to noise ratio 
(IHF’66} 

PHONO (IVIMD ssesicsiciccseencceccecnccacepenescasaceteeseuaiserees 73 dB 

LINE (CD, TAPE, VIDEO) ............ccscescersenseeseerees 100 dB 
Input sensitivity / impedance 

PHONO (MM) ...........c.ecesconessetsersesnenee 2.5 mV / 47 kQ 

LINE (CD, TAPE, VIDEO) ...........::00000 200 mV /47 kQ 
Tone control 

BASS wosiepateatduciccadncesraiwtessensceusasiis + 10 dB (at 100 Hz) 

WREBUCE schon atasitscssastiateiacerticesecsee + 10 dB (at 10 kHz} 
Loudness contro! (volume at ~30 dB level) 

iieswettiocets pscaupwauacwpiankenenycavibestccwanerscnuseats + 9 dB (100 Hz) 
Note: 


[VIDEO section] 

Television format 

Input level / impedance 
VIDEO (Composite) ............:ccccsceserseseeess 1Vp-p / 750 
Input (UNBALANCE) 

Output level {/ impedance 


VIDEO (Composite) ...........sccrssssessessesees TVp-p /75Q 
Output {UNBALANCE} 

[FM tuner section] 

Tuning frequency range ..........--..0: 87.5 MHz ~ 108 MHz 


Usable sensitivity (MONO at 75 ©) ..0.95 1. V / 10.8 dBf 


- 50 dB quieting sensitivity {at 75) 


DOIN a siesaisaic cas Sesinn ois ccbbactecsvacsworeovi eee 2.0. V / 17.2 dBf 

STEREO vi ccsciscnicscncetettens ectieestcciiines 39.2 1 V / 25.0 dBf 
Total harmonic distortion (at 1 kHz} 

(0) (2 re 0.4 % (65 dBf input) 

STEREO sacssaeidehcsicdstacicacescdcccessixers 0.5 % (65 dBf input) 
Signal to noise ratio (at 1 kHz} 

DHOING catecticivnvecsevavzctecicastavtvetandsn 78 dB (65 dBf input} 

Loo] LSS 5] = @ Rema rene ee ano RE ree ert 73 dB (65 dBf input) 
Stereo separation 

W UCPAZ iestecsesetesvedpcctsuccsuvicnbs ncaseasiateneeeasicasoasacsnccesecate 45 dB 
Selectivity (+ 400 iHZ) .....ccccccsscssesersesressserursersecsuarsere 50 dB 
Frequency response (30 Hz ~ 15 kHz) 

gudsvudiescnetensvuecbabuaveniecanvaiaubeienbaiavesienwadda + 0.5 dB, -2.0 dB 
[AM tuner section] 
Tuning frequency range ..........0.00+ 530 kHz ~ 1,700 kHz 
Usable sensitivity ...............cssseesseee 16 p V / (400 » V/m) 
Signai to noise ratio {at 30% mod. ImV input) ....50 dB 
Total harmonic distortion ..........sscccscscscescrsessens 0.5 % 
SOLO UV as cacicccoacedenc baccucusttveuavaacceutucescued veneuSleusesdernes 23 dB 
[General] 
POWEr CONSUMPTION .....ccccccsceerssssseccencesersesensssneeesceeeteess 3A 
AC outlet 

SV TOHED sinvsitesisnansrsciacsccasessaves 2: (Total 150 W max.) 
DIMENSIONS .....0ccccseseeeeensereenereneas W: 440 mm (17-5/16") 


H: 129 mm (5-1/16"} 
D : 379 mm (14-15/16") 
Weight (Net) ............:ccsssseccsenessseareennnsseneaes 10.8 kg (23.8 Ib) 


KENWOOD follows a policy of continuous advancements in development. For this reason specifications may be changed without notice. 
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Specifications (For other countries) 


[AUDIO section] 
Rated power output 
STEREO MODE 
(IHF’66) From 20 Hz to 20,000 Hz, 0.06 % T.H.D. 
BES OD ssi csncsstend sack aicccxvecdtucsesasecvaveussleckswais 105 W+105 W 
SURROUND MODE 
(IHF'66) 1 kHz, 0.9 % T.H.D. at 82 
PRON recs bieeceet see ceenraseictseee 105 W+105 W 
FRE PAA gs escak cntwanacuseuseseses taceceatdactacecuveesseee se 15 W415 W 
Total harmonic distortion 
basa saad devanovasaubunecemsistesseuinsseces 0.03 % (1 kHz, 50 W, 8 Q) 
Signal to noise ratio 
(IHF’66) 
PHONO (MIM) ............cc0c:sssscecccccesssannserssensentacsernece 73 dB 
LINE (CD,TAPE, VIDEO) ..........0....sccssesssseneseeeess 100 dB 
Input sensitivity / impedance 
PHONO (MM) qu... eccrecccsessesssessncenens 25mV /47kQ 
LINE (CD, TAPE, VIDEQ)} ............000 200 mV / 47kQ 
Tone control 
BBASS shsveiatitecredcomssssdecsidintaucettecrioess + 10 dB (at 100 Hz) 
PRE Like weckaveticeccsabstceccesissneeasse: + 10 dB (at 10 kHz} 
Loudness control (volume at -30 dB level) 
siaika wodulhsniebvu ck sccect ttecausedaneueiscacesatonceccs + 9 dB (100 Hz) 
[VIDEO section] 
Television format 
Input level / impedance 
VIDEO (Composite) .......cc.esccccsceeneseraes 1Vp-p {752 
Input (UNBALANCE) 
Output level / impedance 
VIDEO (Composite) ............ccccccssessesees 1Vp-p /75Q 


Output (UNBALANCE) 


Note: 


A Caution: Read this page carefully to 
ensure safe operation. 


[FM tuner section] 

Tuning frequency range «00... 87.5 MHz ~ 108 MHz 
Usable sensitivity (MONO at 75 Q) ..0.95 1 V / 10.8 dBf 
50 dB quieting sensitivity (at 75Q) 


DVO poh saoss end Besescscsenteiece hceoes 2.0 V / 17.2 dBf 

SS UEP eg essicicaiiatuccasedetacssceeericueccanss 25.0 uw V / 39.2 dBf 
Total harmonic distortion (at 1 kHz} 

MIOGING ccceseccatieeeccatiiecctsiorienieaies 0.4 % (65 dBf input} 

STEREO seesccicesdceesschatstecscatvoteavease 0.5 % (65 dBf input} 
Signal to noise ratio (at 1 kHz) 

WII acca cectcacescseescd eatidacawenesvess 78 dB (65 dBf input) 

SEG O percent tas 73 dB (65 dBf input) 
Stereo separation 

DARREN x acatsagiieesseaviatanniip) ccvetessesi Game ioawmsne Recat 45 dB 
Selectivity (+ 400 KHZ) ...........cccsscsccsrssssosenesssascesnerens 50 dB 
Frequency response (30 Hz ~ 15 kHz) 

sdcaslessawedsdeuesewates casusaisedveesvoesededeasaseue + 0.5 dB, -2.0 dB 
[AM tuner section] 
Tuning frequency range 

D KHZ STOOD esescincocssnasssesasiccseveacsens 531 kHz ~ 1,602 kHz 

10 ETS STON is svicccensttnieeticuce eiccce. 530 kHz ~ 1,610 kHz 
Usable Sensitivity ...........scccseeecceees 16 1 V / (400 p Vim) 
Signal to noise ratio (at 30% mod. ImV input) ....50 dB 
Total harmonic distortion ...............cccccecccccesseeeneneee 0.5 % 
SOG CEI IOY as sivaccecutiscacnsavassencduedssbicacchecsenussiciusdctecdsack 23 dB 
[General] 
POWerF CONSUMPTION ......cccccsesssesesccsssctscesssnetsseansevences 230 W 
AC outiet 

SWITCHED o3:io esse ces 2: (Total 150W max.) 
DIPNGTISIONS: cacicssi cass esesceicccaventeivaaesatiaceaeccesivate W: 440 mm 

H: 129 mm 
D: 379 mm 

Weight (Net) cascsccissccseviensecdavatersinccnsdoncvennna-cuccaedaccacec 10,8 kg 


KENWOOD jollows a policy of continucus advancements in development. For this reason specifications may be changed without notice. 
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